19990826.ba vO2_n646.bam.990826 v02_n647.bam.990826 


>From ???@??? Fri Aug 27 06:47:28 1999 

Message-Id: <199908261612.d7QGCIA12961@sco.theporch. com> 
Date: Thu, 26 Aug 1999 11:10:38 CDT 

From: Old Tube Radios <boatanchors@theporch.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: BOATANCHORS digest 2646 


BOATANCHORS Digest 2646 
Topics covered in this issue include: 


1) Strange NC-303 Problem 

by AA5QT@aol.com 
2) Re: MAGNETOSTRICTIVE RESONATOR ? 

by "Barry L. Ornitz" <ornitz@tricon.net> 
3) Re: BOATANCHORS digest 2645 

by Dexter Francis <cwest@xmission.com> 
4) Re: Strange NC-303 Problem 

by "Grant Youngman" <ng5t@gte.net> 
5) Making new dials from scans? 

by Rodger Singley <rbsingl@ilstu.edu> 
6) mint*x ASR28s anyone? 

by polepeeg@aa4rm.ba-watch.org (Marty's Refl. Drop) 
7) Re: Strange NC-303 Problem 

by "Arden Allen" <gumbear@pacbell.net> 
8) Re: Strange NC-303 Problem 

by Brien Pepperdine <pepperb@gov.on.ca> 
9) Re: Making new dials from scans? 

by Al Klase <skywaves@bw.webex.net> 
10) ADMINISTRIVIA: A Few Does and Donts 

by listown@jackatak.theporch.com (Mail List Owner) 
11) Knobs for sale 

by "Brian.S.Allen" <HP7093@mf-isd.aoc.state.nc.us> 
12) VERY OLD HAM CALL LOOK-UP 

by JOHN_SEHRING.parti@ecunet.org (JOHN SEHRING) 
13) JACKSON #640 PUZZLE 

by JOHN_SEHRING.parti@ecunet.org (JOHN SEHRING) 
14) Marconi manual needed 

by Morris Odell <morriso@vifp.monash.edu.au> 
15) Aircraft radio installations information 

by Jack Antonio <dia@dia.reno.nv.us> 
16) Central Electronics 

by Garey Barrell <k4oah@mindspring.com> 
17) Re: JACKSON #640 PUZZLE 

by "Arden Allen" <gumbear@pacbell.net> 
18) Kahn SSB Adapter 


by "Ed Tanton" <n4xy@att.net> 
19) Re: Kahn SSB Adapter 
by polepeeg@aa4rm.ba-watch.org (Marty's Refl. Drop) 
20) Com Eq. Directory 
by "Paul Bernhard Sr." <w2tu@email.msn.com> 
21) multicoupler 
by Avery Comarow <acomarow@USNEWS.COM> 
22) leaving the BA list 
by saipan59@juno.com 
23) WTB: National SW-3 
by "Freeberg, Scott (STP)" <scott.freeberg@guidant.com> 
24) RE: multicoupler 
by "Owens, Clarence" <clare.owens@otis.com> 
25) Re: multicoupler 
by Paul Bernhardt <bern@ppdu.nrl.navy.mil> 


From: AA5QT@aol.com 

Message-ID: <4e1f94c1.24f£4b133@aol.com> 

Date: Tue, 24 Aug 1999 22:38:43 EDT 

Subject: Strange NC-303 Problem 

To: Old Tube Radios <boatanchors@theporch.com> 
MIME-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 
Content-Transfer-Encoding: 7bit 


Well, here's one for the experts: I have a nice NC-303 that receives well on 
the ham bands. The problem is that foreign short-wave broadcasts are also 
appearing! And I mean on 80-10 meters! I've changed the mixer tubes, to no 
avail. The other problem I had, maybe related, was that I had to replace a 
burned out 33 ohm resistor in the grid of the rf amplifier - it was black 
(something oscillating?) . 


Any insights? 
73, Gary K5QT 


Message-Id: <199908250214 .WAA27663@flash.naxs.net> 
From: "Barry L. Ornitz" <ornitz@tricon.net> 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: MAGNETOSTRICTIVE RESONATOR ? 

Date: Tue, 24 Aug 1999 23:10:54 -0400 


Ben Nock asked about magnetostrictive resonators. David Ross and Bill 
Hawkins described the physical phenomena of magnetostrictive materials. 
Consider this phenomena as the "dual" of a piezoelectric material - one 
that changes dimensions in an electric field (i.e. quartz crystal). 


Some early Collins mechanical filters used a set of metal disks joined by 
fine wires to form a multipole bandpass filter. A magnetostrictive drive 
mechanism was used to provide the mechanical motion to the disks and wire. 
At the other end of the filter, the mechanical motion moved a small magnet 
in a coil which produced the electrical output. Some very early filters 
used magnets and coils at each end. Some other manufacturers used 
piezoelectric transducers to couple into mechanical filtering (I believe 
the Japanese Kokusai filters did this). 


Today, the modern generation of Collins filters use a torsional resonance 
(twisting of a short bar of material). They can be made quite small with 
excellent performance. Their price is fairly inexpensive in quantity - the 
stock 2.4 kHz SSB filter is inexpensive enough to be used in some high-end 
CB radios [filter price $20 to $30]. Unfortunately, you have to pay an 
EXTREME penalty if you buy in small quantities [$150 and up in small lots]. 
They also make AM and CW filters in the new style but these are generally 
not stock items. 


73, Barry L. Ornitz WA4VZQ ornitz@tricon.net 


Message-ID: <37C36A87.85ECD302@xmission.com> 

Date: Tue, 24 Aug 1999 22:01:13 -0600 

From: Dexter Francis <cwest@xmission.com> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: BOATANCHORS digest 2645 

Content-Type: text/plain; charset=us-ascii; x-mac-type="54455854"; x-mac- 
creator="4D4F5353" 

Content-Transfer-Encoding: 7bit 


Jack - 


Better reel it in OM. There may not be any firebottles in that MFJ matchbox of 
mine, but it sure as blazes is attached to a firebottle rig-in-progress. The 
schematic of it looks pretty darn familiar to the transmatches in the OLD ARRL 
books too, the ones xbeforex 

solid state. 


So, don't get me riled son. I'm brewin up a new 18 watt single tube transmitter 
that may just prolong the sport for some of those newcomers and I still have to 
rely on the exper-tease of those more seasoned key flickers that make boatanchors 
home. 


Either that, or I needed to post to glowbugs and got confused! 


-df 
Keep ‘em glowing anyway. 


Message-Id: <199908250416.XAA5737625@smtppop2. gte.net> 
From: "Grant Youngman" <nq5t@gte.net> 

To: Old Tube Radios <boatanchors@theporch.com> 

Date: Tue, 24 Aug 1999 23:18:52 -0500 

MIME-Version: 1.0 

Content-type: text/plain; charset=US-ASCII 
Content-transfer-encoding: 7BIT 

Subject: Re: Strange NC-303 Problem 


AA5QT@aol.com 


> Well, here's one for the experts: I have a nice NC-303 that receives well on 
> the ham bands. The problem is that foreign short-wave broadcasts are also 
> appearing! And I mean on 80-10 meters! 


I hope you find the problem ... I recently acquired an otherwise very 
nice NC-303 which is waiting space on the bench. It has a similar 
problem ...on 20 Meters and up there is nothing but SWBC in the 
evenings. I haven't had the time yet to research which frequencies 
are appearing in the wrong place on the dial .... 


Doesn't seem to have the problem on 80. And 40 at night is a mess in 
any case. 


Grant 


Grant Youngman / NQ5T 

nq5t@gte.net 

BA pics at http://home1.gte.net/nq5t 
Double Oak, TX -- nr Dallas 


Message-Id: <199908251245 .HAAQ7894@mail.ilstu.edu> 
Date: Wed, 25 Aug 1999 07:45:14 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 
From: Rodger Singley <rbsingl@ilstu.edu> 

Subject: Making new dials from scans? 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


In the process of restoring my SX-24, I need to replace both main and 


bandspread dials due to missing lettering in places. I have an SX-25 with 
good dials (which appears to have the same calibration markings) which I 
have scanned into a TIFF file. It looks wonderful on the screen! Now, 
what is the experience in transferring these scans to new material? I have 
a high res inkjet in my home office along with a BW laserjet which are 
possiblilities. I have reasonably easy access to a Tektronix color 
printer. But, should I print to transparency material and bond this to a 
second stiffer sheet? Print on high trasparency paper stock? I would like 
to get the experience of others who have done this (since I am also making 
multiple S meter scales from the one decent one that I have). 


Thanks for any help! 
Rodger WQ9E 


Date: Wed, 25 Aug 1999 09:24:32 -0400 

From: polepeeg@aa4rm.ba-watch.org (Marty's Refl. Drop) 
Message-Id: <199908251324. JAAQ7005@aa4rm. ba-watch.org> 
To: Old Tube Radios <boatanchors@theporch.com> 

Cc: schubie@ellijay.com 

Subject: mintx ASR28s anyone? 


My pal & over-achiever friend just sent this 
The mochenes are up for grabs 

Marty 
---F(i think)FOB Atlanta----- > 


I have two = 

ASR 28s which need a new home as I don't have room or the desire to cart 
them to Blue Ridge. #1 is a unit I got from John Ellis W4MRJ which he = 
're-wired' with the W4MRJ twisted cables. It has a selector magnet = 
driven punch and is painted the same ‘Phantom Grey' that we did for = 
yours. #2 is absolutely brand new and has no wiring at all and also has 
selector magnet driven punch. I don't think it has ever been used in = 
‘production service'. It is a little lighter than 'Navy Grey'. I hate 
to cart these gems to the street for DeKalb County to cart off but that 
is what will happen to them if I can't get them a new home. I also have = 
boxes of paper and paper tape that I'll never use. If you are = 
interested at all (or not... either way) let me know so I will know what = 
to do with these. Both are in pristine condition and you could use them = 
for parts if for nothing else. Louis Schubert K4NYK (770) 396-3975 or = 
(at work) (770) 441-2110. 


He's schubie@ellijay.com 


*x may not be mint-flavored. maybe strawberry. ya takes ur chances 


Message-Id: <199908251427 .HAAQ8799@mail-gw5.pacbell.net> 
From: "Arden Allen" <gumbear@pacbell.net> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: Strange NC-303 Problem 

Date: Wed, 25 Aug 1999 07:27:50 -0700 

MIME-Version: 1.0 

Content-Type: text/plain; charset=ISO-8859-1 
Content-Transfer-Encoding: 7bit 


Nationalists; 


> > Well, here's one for the experts: I have a nice NC-303 that receives 
well on 

> > the ham bands. The problem is that foreign short-wave broadcasts are 
also 

> appearing! And I mean on 80-10 meters! 


I hope you find the problem ... I recently acquired an otherwise very 
nice NC-303 which is waiting space on the bench. It has a similar 
problem ...on 20 Meters and up there is nothing but SWBC in the 
evenings. I haven't had the time yet to research which frequencies 
are appearing in the wrong place on the dial .... 


VVVVV VV 


Electric Radio had a good expose of the NC-300/303 receivers a few years 
ago in which the 6AH6 harmonic generating local oscillator was criticized 
for causing spurious mixing problems. After reading the articles I 
realized that the "dream receiver" was more of a nightmare. There is an ER 
index somewhere in Webville so get hold of the article and maybe your 
questions will be answered. Yeah, I have two of the beasts and they don't 
rate high on the projects to get to list. Good luck. 


Arden Allen KB6NAX Vallejo, CA gumbear@pacbell.net 


Date: Wed, 25 Aug 1999 10:37:07 -0400 (EDT) 

From: Brien Pepperdine <pepperb@gov.on.ca> 

To: Old Tube Radios <boatanchors@theporch.com> 

cc: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: Strange NC-303 Problem 

Message-ID: <Pine.OSF.4.05.9908251035380.6345-100000@govonca2. gov.on.ca> 
MIME-Version: 1.0 

Content-Type: TEXT/PLAIN; charset=US-ASCII 


The search index engine for Electric Radio is at the URL below. Very 
useful for finding the issue you need from what you have, or the one(s) 
you are going to want to buy from back-issue stock. 


http: //www.qsl.net/n900/ersearch. html 


Brien Pepperdine 
Amateur Radio Station VE3VAW 
Toronto, Ontario Canada 


On Wed, 25 Aug 1999, Arden Allen wrote: 


VV VV V VV VV VV VV VV VV VV VV VV VV 


Nationalists; 


> > Well, here's one for the experts: I have a nice NC-303 that receives 
well on 

> > the ham bands. The problem is that foreign short-wave broadcasts are 
also 

> appearing! And I mean on 80-10 meters! 


I hope you find the problem ... I recently acquired an otherwise very 
nice NC-303 which is waiting space on the bench. It has a similar 
problem ...on 20 Meters and up there is nothing but SWBC in the 
evenings. I haven't had the time yet to research which frequencies 
are appearing in the wrong place on the dial .... 


VV VV VV MV 


Electric Radio had a good expose of the NC-300/303 receivers a few years 
ago in which the 6AH6 harmonic generating local oscillator was criticized 
for causing spurious mixing problems. After reading the articles I 
realized that the "dream receiver" was more of a nightmare. There is an ER 
index somewhere in Webville so get hold of the article and maybe your 
questions will be answered. Yeah, I have two of the beasts and they don't 
rate high on the projects to get to list. Good luck. 


Arden Allen KB6NAX Vallejo, CA gumbear@pacbell.net 


Message-ID: <37C40CF1.FAO8BDB9@bw.webex.net> 
Date: Wed, 25 Aug 1999 11:34:09 -0400 

From: Al Klase <skywaves@bw.webex.net> 
MIME-Version: 1.0 


To: 


Old Tube Radios <boatanchors@theporch. com> 


CC: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Making new dials from scans? 


Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Rodger Singley wrote: 
> 
But, should I print to transparency material and bond this 
to a 
> second stiffer sheet? 


I've had good success printing to clear lable stock and 
applying to somethig else for support. In the SX-24 you 
might even be able to scrub the paint off the old scale and 
stick a new one over it. 

BTW, you can make simulated etched tags by applying the 
clear-lable artwork to aluminum finished card stock from the 
art supply store. 


73% 
Al 


Al Klase - N3FRQ 

skywaves@bw.webex.net 

Flemington, NJ 08822 

Web Page: http://www.webex.net/~skywaves/home.htm 


Message-Id: <199908251615 .d7PGF1400964@jackatak.theporch. com> 
From: listown@jackatak.theporch.com (Mail List Owner) 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: ADMINISTRIVIA: A Few Does and Donts 

Date: Wed, 25 Aug 99 11:15:01 CDT 


Gang- 

Here are the real basics of how to keep me happy, the list noise-free, 
and everyone able to enjoy BoatAnchors... Simple, easy, workable... 

Do not send spam e-mail messages to the list. 

Do not send attachments (attached files) of *ANY*x sort to the list. 
This includes URL shortcuts, v-cards, GEDCOM files, zipped files, and 
*xANYx other type of attachment. 


Do not EVER forward virus hoaxes or chain letters to the list. 


Do not use HTML ox RTF (rich text format) in messages sent to the 
list. 


DO keep e-mail messages to the list on topic and appropriate. 
Do not post commercial messages. 

Please refrain from posting "Ebay" type auction notices. 

DO be polite. 

Do not flame other members of the list. 


DO be considerate of the list members and list resources. 


DO have fun! 

73 

Jack, W4KH/Mobile - - - Mailing List Archiver/Owner - - - 
listown@jackatak.theporch.com - "Plus ca change, plus c'est la meme chose" 


"Il n'y a que les idiots qui ne changent jamais d'idee" 
Wed Aug 25 11:15:01 CDT 1999 


Message-Id: <199908251824 .d7PIOrA20317@sco.theporch.com> 
Date: Wed, 25 Aug 99 14:53:37 EDT 

To: Old Tube Radios <boatanchors@theporch.com> 

From: "Brian.S.Allen" <HP7093@mf-isd.aoc.state.nc.us> 
Subject: Knobs for sale 


Assortment of different size knobs and dials. very high quality. 
konbs came off old military gear. 
35 knobs and dials. 


$20 plus shipping 
email bsa7@yahoo.com 


kb4mng 


MIME-Version: 1.0 

Content-Type: text/plain; charset="US-ASCII" 
Content-Transfer-Encoding: 7bit 

Date: Wed, 25 Aug 1999 19:00:17 -0400 (EDT) 

Subject: VERY OLD HAM CALL LOOK-UP 

To: Old Tube Radios <boatanchors@theporch.com> 

From: JOHN_SEHRING.parti@ecunet.org (JOHN SEHRING) 
Message-ID: <9908251900.aa21853@pcusa01.ecunet.org> 


To: boatanchors@theporch.com 


This is a long shot but I have utmost confidence in the denizens of this 
LS 


Amateur call letters of just-SK Hobart H. Gates, who lived near Pierre in 
N-central SD in the late 1920s, then moved to western SD for the rest of 
his life. 


Sez he discovered girls around 1930 & completely forgot about ham radio!! 
I love both meself. 


Tnx. 


-John Sehring (Wed, Aug 25, 1999 Custer SD USA) UCC WBOEQ 


MIME-Version: 1.0 

Content-Type: text/plain; charset="US-ASCII" 
Content-Transfer-Encoding: 7bit 

Date: Wed, 25 Aug 1999 19:00:17 -0400 (EDT) 

Subject: JACKSON #640 PUZZLE 

To: Old Tube Radios <boatanchors@theporch.com> 

From: JOHN_SEHRING.parti@ecunet.org (JOHN SEHRING) 
Message-ID: <9908251900.aa21859@pcusa01.ecunet.org> 


To: boatanchors@theporch.com 
I have a Jackson model 640 RF signal generator. 


I have paperwork for it for serial #5400 & up. Schematic is Dwg # C-463B 
dated 8/6/46. 


There's no serial # visible on my unit. It came with 3@ 6C5's whereas 
paper shows 3@ 635's (also triodes). The RF coil assy is also different 
(location of coils & trimmers not the same). 


Anybody have anything on this, thanks. 


Also, strangest thing...there is a choke to ground paralleled by a 0.1 uF 
cap on the unit's AF external output which comes from the AF osc. triode's 
grid via a 0.01 uF cap! 


As if that wasn't strange enuf, schematic shows this AF choke as xsharing* 
the iron with the B+ choke. This the only apparent way for AF to get 
coupled into the RF oscillator, i.e. thru the common iron core. An odd bit 
of modulation, no? Modulating the RF osc's B+? 


-John Sehring (Wed, Aug 25, 1999 Custer SD USA) UCC WBOEQ 


Message-ID: <37C47E70.59B057D2@vifp.monash.edu.au> 
Date: Thu, 26 Aug 1999 09:38:24 +1000 

From: Morris Odell <morriso@vifp.monash.edu.au> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Marconi manual needed 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Hi all, 


I've managed to find a Marconi TF1245A Q meter with its TF 1246 
oscillator covering 40 KHz tro 50 MHz. This is a typically nice Marconi 
boatanchor of the 1960s and it seems to work quite well, especially 
after the selenium rectifier in the Q meter was replaced (OTOH the 6X4 
in the oscillator was just fine :-) 


Does anyone have a manual copy for this they could send me? All costs 
reimbursed etc etc. 


73 de Morris VK3DOC 


Message-ID: <37C495FC.6F95@dia.reno.nv.us> 

Date: Wed, 25 Aug 1999 18:18:52 -0700 

From: Jack Antonio <dia@dia.reno.nv.us> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
CC: milsurplus@qth.net 

Subject: Aircraft radio installations information 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


I was browsing through the local hobby store today while my truck 
was getting its oil changed and came across the "Walk Around" 
series by Squadron Signal Publications. 


Looking through the books on the PBY and F4F, I was surprised to see 
attention given to the radio installations, with the equipment 
properly identified. The only error I saw was the RU-19 was 
identified as an RV-19(there may be other errors,but that one kind of 
stuck out, though). 


It is a refreshing change from the usual aircraft history books that 
just refer to the radios as "radio equipment" without going into 


specifics. 
73 


Jack Antonio WA7DIA 
dia@dia.reno.nv.us 


Message-Id: <3.0.1.32.19990825213250 .00693b8c@pop.mindspring.com> 
Date: Wed, 25 Aug 1999 21:32:50 -0400 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Garey Barrell <k4oah@mindspring.com> 

Subject: Central Electronics 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


I picked up a very nice (it even works!) C-E MM-1 this week, and all the 
information about (BAMA and the C-E sites) only makes reference to the 
MM-2. Story of my life!! 


Only visible difference is the addition of one small knob at the bottom 
center of the front panel of the MM-2, and the relocation of the power 
indicator that occupies that spot on the MM-1 to a location up about an 
inch and a half above the new knob. 


Anybody know the difference(s)?? 
Thanks and 73, 


Garey - K40AH 
k4oah@mindspring.com 
Atlanta 


Message-Id: <199908260228.TAA27217@mail-gw5.pacbell.net> 
From: "Arden Allen" <gumbear@pacbell.net> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: JACKSON #640 PUZZLE 

Date: Wed, 25 Aug 1999 19:28:18 -0700 

MIME-Version: 1.0 

Content-Type: text/plain; charset=IS0-8859-1 
Content-Transfer-Encoding: 7bit 


Hi John; 


OF cares ucts It came with 3@ 6C5's whereas 
> paper shows 3@ 6935's (also triodes). 


That's OK, 6C5, 635, virtually no difference. 


> Also, strangest thing...there is a choke to ground paralleled by a 0.1 uF 
> cap on the unit's AF external output which comes from the AF osc. 
triode's 

> grid via a 0.01 uF cap! 


I'll betcha that's a capacitive divider there for the purpose of isolating 
the oscillator grid's high impedenceness from the real world. 


> As if that wasn't strange enuf, schematic shows this AF choke as 
*xsharing* 

> the iron with the B+ choke. This the only apparent way for AF to get 

> coupled into the RF oscillator, i.e. thru the common iron core. An odd 
bit 

> of modulation, no? Modulating the RF osc's B+? 


If that's all you got, an oscillator, that's all you have to modulate. It 
will do a fine job of amplitude modulating the oscillator although you get 
a TEEEEENY bit of FM to boot. 


Arden Allen KB6NAX Vallejo, CA gumbear@pacbell.net 


From: "Ed Tanton" <n4xy@att.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Cc: "BA Swaplist" <baswaplist@foothill.net> 
Subject: Kahn SSB Adapter 
Date: Thu, 26 Aug 1999 00:31:51 -0400 
Message-ID: <NBBBJDEEIFDDANGEGHLBMEBNGLAA.n4xy@att.net> 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso0-8859-1" 
Content-Transfer-Encoding: 7bit 


Anybody ever heard of one of these? I just got a decent looking one (as-is / 
from estate) for a good price. Anyone have a manual? 


72 / 73 Ed NAXY Elecraft K2 sn: 000057 
Ed Tanton N4XY ~~ EMAIL: ndxy@arrl.net 
189 Pioneer Trail 

Marietta, GA 30068-3466 TEL: (770) 971-0436 


INTERESTS: xCW (99.5% *QRP (QRP-L# 758) 
*xBoatAnchors *xTest Equipment *xPhotography 


"Begin at the beginning... and go on until you come 
to the end: then stop." 


The White Rabbit, from "Alice In Wonderland" 


Date: Thu, 26 Aug 1999 09:03:04 -0400 

From: polepeeg@aa4rm.ba-watch.org (Marty's Refl. Drop) 
Message-Id: <199908261303 .JAAQ7534@aa4rm.ba-watch.org> 
To: Old Tube Radios <boatanchors@theporch.com> 

Cc: boatanchors@theporch.com 

Subject: Re: Kahn SSB Adapter 


Kahn was the proponent of AM stereo using L+R on carrier + USB & L-R 
on LSB. 


You may have a prize OM 


Moto AM stereo used AM & PM (FM) & is still in svc. 


Message-ID: <0Q02501beefc8$0b5d15a0$e35c143f@default> 
From: "Paul Bernhard Sr." <w2tu@email.msn.com> 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Com Eq. Directory 

Date: Thu, 26 Aug 1999 09:31:27 -0400 


Hi all; 

I have a set of NAVSHIPS 94200.1 that looks like it is mid fifties in 
origin. It is a Directory of Communications equipment and contains all the 
military stuff from that era and before. It has been interesting reading 
but it is contained in five binders and almost a foot thick. If there is no 
interest I will just relegate it to the ships library and hang on for fun 
reading sessions. Trade or buy anyone? 


Paul B. W2TU 


Mime-Version: 1.0 
Content-Type: text/plain; charset="us-ascii" 


To: Old Tube Radios <boatanchors@theporch.com> 
From: Avery Comarow <acomarow@USNEWS .COM> 
Subject: multicoupler 

Date: Thu, 26 Aug 1999 10:22:53 -0400 
Message-Id: <14225318702968@usnews. com> 


Could anyone give me the name and phone number of that Canadian outfit that 
was selling multicouplers at $100 or so a couple of months ago? I held off 
and they're probably gone, but having seen one at W8ZR's shack I want one. 


Thanks. 


73, Avery W40GK 


To: Old Tube Radios <boatanchors@theporch.com> 

Date: Wed, 25 Aug 1999 15:54:51 -0600 

Subject: leaving the BA list 

Message-ID: <19990826.084502.285.6.saipan59@juno.com> 
MIME-Version: 1.0 

Content-Type: text/plain 

Content-Transfer-Encoding: 7bit 

From: saipan59@juno.com 


Hi all, 

I'm letting my subscription lapse on this list. 

These days, my interests are rather specific to the clandestine 
stuff, so I'm not getting much from the BA list lately. 

I have e-mail addresses for you folks that share my interests, 
and you have mine, so please stay in touch. 

Periodically check my web site, if you're interested. 


Jack: if I'm not mistaken, my paid subscription has been expired 
for some time. Feel free to drop me if that's the case. 


Regards, 

Pete McCollum 

http://www. geocities.com/ResearchTriangle/Node/7408/ 
Saipan59@uswest.net or saipan59@juno.com 


Get the Internet just the way you want it. 
Free software, free e-mail, and free Internet access for a month! 
Try Juno Web: http://d1.www.juno.com/dynoget/tagj. 


Message-ID: <21B46CBD022AD1118F0500805F15A068018667F2@stpmsx05.stp.guidant.com> 
From: "Freeberg, Scott (STP)" <scott.freeberg@guidant.com> 


To: Old Tube Radios <boatanchors@theporch.com> 
Subject: WTB: National SW-3 

Date: Thu, 26 Aug 1999 09:54:58 -0500 
MIME-Version: 1.0 

Content-Type: text/plain 


Want to buy National SW-3 with coils and doghouse power supply. Prefer good 
physical and operational condition, no modifications. Have a clean Heath 
AT-1 and fair VF-1 that could be applied towards a deal. Thanks, 


73, Scott WAQWFA in Saint Paul Minn 


Content-return: allowed 

Date: Thu, 26 Aug 1999 10:50:34 -0400 

From: "Owens, Clarence" <clare.owens@otis.com> 
Subject: RE: multicoupler 

To: Old Tube Radios <boatanchors@theporch.com> 
Message-id: <QFH2005LXUW68T@mailman.otis.com> 

MIME-version: 1.0 


Content-type: MULTIPART/MIXED; BOUNDARY="Boundary_(ID_pFU/z4ozT£0zb52fvCzSug) " 


This message is in MIME format. Since your mail reader does not understand 
this format, some or all of this message may not be legible. 


--Boundary_(ID_pFU/z4o0zTf£0zb52fvCzSug) 
Content-type: text/plain 


Hi Avery, 

The name is Ford Surplus Enterprises and their web address is: 
http: //www.falls.igs.net/~testequipment 

and their phone number is: 613-283-5195 


I didn't see any multicouplers listed on their web site, but if they're a 
typical surplus dealer that may not mean much. 


73, Clare Owens N2RIJB 


> ornare Original Message----- 


From: Avery Comarow [SMTP:acomarow@USNEWS.COM] 
Sent: Thursday, August 26, 1999 9:23 AM 

To: Old Tube Radios 

Subject: multicoupler 


Could anyone give me the name and phone number of that Canadian outfit 
that 
was selling multicouplers at $100 or so a couple of months ago? I held 


VV VV VV VV 


> off 

> and they're probably gone, but having seen one at W8ZR's shack I want one. 
> 

> Thanks. 

> 

> 73, Avery W40GK 


--Boundary_(ID_pFU/z4o0zTf£0zb52fvCzSug) 
kk KK KR KK KK KK KK 

* FORBIDDEN MESSAGE FORMAT x 

* * 
* rest of message truncated x 
* * 
kok KR KK RK KK KK KK KK 


Date: Thu, 26 Aug 1999 12:10:03 -0400 (EDT) 

From: Paul Bernhardt <bern@ppdu.nrl.navy.mil> 

To: Old Tube Radios <boatanchors@theporch. com> 

Cc: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: multicoupler 

Message-Id: <Pine.A32.4.03.9908261153080 .15048-100000@ppdu.nrl.navy.mil> 
Mime-Version: 1.0 

Content-Type: TEXT/PLAIN; charset=US-ASCII 


Avery, 
I got mine from: 


W.J. Ford Surplus Enterprises 

21 Market St. N., P.O. Box 606 
Smith's Falls, Ont. K7A 4T6 Canada 
phone: (613) 283-5195 

fax: (613) 283-0637 

e-mail: testequipment@falls.ig 


There are some distribution amplifiers also available: 


Toronto Surplus & Scientific 
608 GORDON BAKER RD. TORONTO, 
ONTARIO, CANADA. 

(416) 490-8865 

(905) 887-0007 

FAX (905) 887-0006 


Sincerely, Paul Bernhardt 

Work:P.A. Bernhardt Home: Paul Bernhardt, KF4FOR 
Code 6794 5704 Ridge View Dr. 
Naval Research Laboratory Alexandria, VA 22310 


Washington, DC 20375 
Tel: 202-767-0196 703-960-9656 
FAX: 202-767-0631 
On Thu, 26 Aug 1999, Avery Comarow wrote: 
Could anyone give me the name and phone number of that Canadian outfit that 
was selling multicouplers at $100 or so a couple of months ago? I held off 
and they're probably gone, but having seen one at W8ZR's shack I want one. 


Thanks. 


73, Avery W40GK 


VV VV VV VV VV 


End of BOATANCHORS Digest 2646 
KIKKK KKK KKK KAKA K AKAIKE KR 


>From ???@??? Fri Aug 27 06:49:26 1999 

Message-Id: <199908270309.d7R391J01976@sco.theporch. com> 
Date: Thu, 26 Aug 1999 22:08:15 CDT 

From: Old Tube Radios <boatanchors@theporch.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: BOATANCHORS digest 2647 


BOATANCHORS Digest 2647 
Topics covered in this issue include: 


1) RECAPPING 
by "Bob Reynolds" <breynold@sigg.com> 
2) antique speaker f/s-best offer 
by "Brian.S.Allen" <HP7093@mf-isd.aoc.state.nc.us> 
3) Re: RECAPPING 
by "Benjamin D. Hall" <kd5bybQ@WT.NET> 
4) Magno stricto thingy... thanks all 
by BEN NOCK <G4BXD@compuserve.com> 
5) FS: Early Gen. Boatanchor 
by "Ray A. Allen, Sr." <w2kbr@pcbank.net> 
6) Continuing NC-303 Saga 
by AA5QT@aol.com 
7) wanted to buy 
by "James F. Wood 253-7886" <WOODJ@mail.firn.edu> 
8) Halli S 22R rack mount???? 


by Paul Thekan <Paul.Thekan@eimac.cpili.com> 
9) Mobile radios of the early 70's that fit the BA mold. 
by "Bob Duckworth" <wb4mnf@atl.org> 
10) Re: Mobile radios of the early 70's that fit the BA mold. 
by mbendror@villagenet.com 
11) Re: Mobile radios of the early 70's that fit the BA mold. 
by knepper <knepper@lenzlink.net> 
12) Mobile radios of the 70's 
by Ralph Parker <rparker@istar.ca> 
13) Re: Mobile radios of the early 70's that fit the BA mold. 
by Jack Antonio <dia@dia.reno.nv.us> 
14) Re: RECAPPING 
by Jack Harper <jharper@bsi2000.com> 
15) 70's Mobile 
by "Bill Marx" <bmarx@bellsouth.net> 
16) STRANGE NC-303 PROBLEMS 
by JOHN_SEHRING.parti@ecunet.org (JOHN SEHRING) 
17) Pic of Hammarlund QSL card online 
by kf4kl@ipass.net (Doug Hall) 
18) Re: RECAPPING 
by "Robert P. Okas" <vintage@best.com> 
19) RE: 70's Mobile Installations? 
by "Sandy W5TVW" <ebjr@worldnet.att.net> 
20) Re: STRANGE NC-303 PROBLEMS 
by Kim Herron <kherron@voyager.net> 
21) Re: RECAPPING 
by "Arden Allen" <gumbear@pacbell.net> 
22) Re: STRANGE NC-303 PROBLEMS 
by "Grant Youngman" <nq5t@gte.net> 


Message-Id: <99Aug26.112542cdt.155028@firewall.sigg.com> 
Date: Thu, 26 Aug 1999 11:28:57 -0500 

From: "Bob Reynolds" <breynold@sigg.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: RECAPPING 

Mime-Version: 1.0 

Content-Type: text/plain; charset=US-ASCII 
Content-Transfer-Encoding: quoted-printable 
Content-Disposition: inline 


While happily replacing paper/wax caps with disc ceramics, I thought of = 
something in the past. Someone or something I read said a number of the = 
old tubular caps could be replaced only with other tubulars. This was = 
because in some circuits, the big tubulars also formed a shield, thus = 
prevented other problem, ie oscillating amplifiers. Is this true or maybe = 
something I picked up from the guy that told me some tubes go bad because = 
they loose their "emerson". ? 


thanks, Red K5VOL 


Message-Id: <199908261656.d7QGu2A14080@sco.theporch. com> 
Date: Thu, 26 Aug 99 13:25:06 EDT 

To: Old Tube Radios <boatanchors@theporch.com> 

From: "Brian.S.Allen" <HP7093@mf-isd.aoc.state.nc.us> 
Subject: antique speaker f/s-best offer 


Have a very old speaker. My guess is wwi or ww2 vintage. Maker is atlas 
soundit is round. 9in diameter. very well buit. has a cloth grill. grill 
is a flower type pattern-front and back. front slightly protrudes. Has 2 
legs that can be attached to a foundation. 


this came from a ww2 vets. skey estate 


Message-Id: <3.0.32.19990826122245 .00877d00@mail.wt.net> 
Date: Thu, 26 Aug 1999 12:22:52 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: "Benjamin D. Hall" <kd5byb@WT.NET> 

Subject: Re: RECAPPING 

Cc: boatanchors@theporch.com 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


>the big tubulars also formed a shield, thus prevented other problem, ie 
oscillating amplifiers 


I've always wondered about this, as manufacturers of the old wax tubular 
jobs often marked which end was connected to outer layer of foil. 


In fact, when I was in the process of re-aligning my recapped National RCP, 
I noticed that I had to "de-tune" several tuned circuits just a hair to 
prevent oscillation. A friend of mine at the time commented that his 
recapped RCP was doing the same thing, and we just assumed that the 
replaced resistors/capacitors were better than the ones they replaced, 
making the tuned stages have a little more gain, and making them more prone 
to oscillation. 


However, I now wonder if when I replaced the wax papers with Xicon MPP's 
(my cap of choice, I can never find disc caps in the values I need), if I 
unshielded a circuit that really needed some shielding. 


One thing we do have working FOR us in this case is that when replacing the 
large wax papers with physically smaller polypropylene or ceramics, we can 
make the circuit paths MUCH shorter. In fact, when I recapped the RME-45 I 
recently sold, I remember many instances where I cut the path to ground or 
to the next stage by at least 1/2" - now multiply that by 20 or 30 
capacitors, and that may be electrically significant... 


My few cents worth - looking forward to more comments on this subject! 


Thanks and 73, 

Ben 

Benjamin D. Hall, KD5BYB, Engine and radio collector / operator. 
Located in Houston, Texas, USA. 

e-mail: kd5byb@WT.net, web: x*xxdown for refurbishment*xxx 

"An ye harm none, do what ye will." 


Date: Thu, 26 Aug 1999 13:39:14 -0400 
From: BEN NOCK <G4BXD@compusetrve. com> 
Subject: Magno stricto thingy... thanks all 
To: Old Tube Radios <boatanchors@theporch.com> 
Message-ID: <199908261339_MC2-827C-1914@compuserve. com> 
MIME-Version: 1.0 
Content-Transfer-Encoding: quoted-printable 
Content-Type: text/plain; 

charset=IS0-8859-1 
Content-Disposition: inline 


Excuse the general reply but thanks to all those (30 odd) who 
replied and told me it was a mechanical filter. = 


Good to know, hi. 
It certainly seems to work well what ever it is. The Marconi Atlanta 
receiver 


is very good, even on the 16f£t whip in the "Battle" shack, the amount its= 


picking up 
at lf is amazing, I even heard someone on 136 Khz. The aero beacons are = 


romping in, I have not checked yet but the last time I listed them I cou= 
ld 


hear ones in Scandinavia, so it will be interesting to see what this set 
can pull in. = 


cheers, Ben. 


Message-ID: <37C57F30.8D51C06D@pcbank. net> 
Date: Thu, 26 Aug 1999 13:53:52 -0400 

From: "Ray A. Allen, Sr." <w2kbr@pcbank.net> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: FS: Early Gen. Boatanchor 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


BA group: 
FS: Hammarlund Comet Pro. Believe this to be 1932 vintage.. 
Appears to be in Very Good condition. From an Estate. 
Offers:? Reply direct. .thanks 
es 73 Ray 


KK IK KKK KKK KIKI III III IKI KIKI III IKK IIIA III 
Ray A. Allen, Sr., W2KBR/3,AC98-00775,FM19qc 
8303 Grainfield Rd., Severn, 


Anne Arundel County, MD, 21144-2331 
KK KK KK KKK KAI IKK KKK III III KKK III III KKK II KIKI 


From: AA5QT@aol.com 

Message-ID: <4£8ed57d.24f£6de02@aol.com> 

Date: Thu, 26 Aug 1999 14:14:26 EDT 

Subject: Continuing NC-303 Saga 

To: Old Tube Radios <boatanchors@theporch.com> 
MIME-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 
Content-Transfer-Encoding: 7bit 


Fellow BA lovers: 
Thanks to all that replied. It seems I may not be alone with this problem. 


To re-cap: I hear both SW broadcast and ham signals in my NC-303, on all ham 
bands. 


They are not present with my other receivers, and are somehow being mixed in 
the 303. Again, these signals do not really exist, at least not at the 


frequencies I'm hearing them. And many are quite strong. 


Some (strange clues:): 


When I remove the rf£ amp tube, all signals stop (don't laugh yet). 

When I remove the 6BA7 first mixer, all signals stop. 

BUT, when I remove the 6BE6 second mixer, the ham signals stop, but 
the foreign broadcasts continue. 

Pulling the if amps kills everything. 


What's happening? How are these signals getting into the radio? The if 
strip? 


Help! 


Date: Thu, 26 Aug 1999 14:20:37 -0400 (EDT) 

From: "James F. Wood 253-7886" <WOODJ@mail.firn.edu> 
Subject: wanted to buy 

To: Old Tube Radios <boatanchors@theporch.com> 
Message-id: <C1004ZYBPKIL2J*/R=FIRNVX/R=A1/U=WOODI /@MHS> 
MIME-version: 1.0 

Content-type: TEXT/PLAIN; CHARSET=US-ASCII 
Content-transfer-encoding: 7BIT 


wanted a DX-20 in working condition. 
thanks 
r reply to wood_Jim @hotmail.com 


Message-Id: <199908261937 .MAA17074@scottie.eimac.cpili.com> 
Date: Thu, 26 Aug 1999 12:25:28 -0700 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Paul Thekan <Paul.Thekan@eimac.cpii.com> 

Subject: Halli S 22R rack mount???? 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


Hello all 


I was looking through a 1941 QST when I came upon an ad showing a 
complete rackmounted in a cabinet Hallicrafters recieving station , 110 kc 
- 144mcs , using the SX 28 , SX 26 and a rackmounted S 22R. I have never 
seen of or heard of a rackmounted S 22R. Has anyone ever seen one??? The 
station set up as pictured would be a nice set up to try and piece together. 


Thanks 
Paul N6FEG 


Message-Id: <199908262012.QAA20540@hat-trick.atl.org> 
From: "Bob Duckworth" <wb4mnf@atl.org> 


To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Mobile radios of the early 70's that fit the BA mold. 
Date: Thu, 26 Aug 1999 16:04:44 +0100 


I'm curious as to what folks were running mobile 
rig and 

antenna wise in the early 70's. 

I recall the Webster band spanner but that's about 
it. Things were transitioning to SS and JA made 
gear was starting to show up. 

Were the SBE-33(4) hot early 70's? What else? 
Interested in some first hand experiences as 

the '73 "little blue car" needs a radio. LIke to 
know what worked well and what fell apart after 
bouncing over potholes fo ra year. 

-bob 


Date: Thu, 26 Aug 1999 16:31:11 -0400 (EDT) 

From: mbendror@villagenet.com 

Message-Id: <199908262031.QAA04477@vnet.villagenet.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Cc: Old Tube Radios <boatanchors@theporch.com> 

MIME-Version: 1.0 

Content-Type: text/plain 

Content-Transfer-Encoding: 8bit 

Subject: Re: Mobile radios of the early 70's that fit the BA mold. 
Content-Transfer-Encoding: 8bit 


Hi All, 


I used a Drake TR3 in the early 70's (70-73) in my car. It worked very well and 
I never had any problems with it. I had the Hustler mobile HF antenna with the 
individual band coil sections mounted on a "spider" mount so I didn't have to 
switch sections when changing bands. I worked a lot of DX mobile, in SSB. 
Sometimes I worked CW when parked. The radio used to impress the heck out of my 
dates who were all introduced to ham radio this way ;-](and I always had the 
legitimate reason for looking for a nice, quiet and secluded hilly area that I'm 
looking for a clear spot for good propagation....). 


Before I got the TR3, in the late 60's I used the good old Canadian Wireless Set 
19 with its 12V dynamotor supply and variometer antenna tuner as my car radio, 
on CW (about 25W out) on 80 and 40 M, with the original military key strapped to 
my leg (and they're talking about the dangers of using a cellular phone while 
driving...). 


I may put my recently acquired TR3 in my car, or maybe the Gonset G76. 


73, Meir WF2U 
when 


Quoting Bob Duckworth <wb4mnf@atl.org>: 


I'm curious as to what folks were running mobile 
rig and 

antenna wise in the early 70's. 

I recall the Webster band spanner but that's about 
it. Things were transitioning to SS and JA made 
gear was starting to show up. 

Were the SBE-33(4) hot early 70's? What else? 
Interested in some first hand experiences as 

the '73 "little blue car" needs a radio. LIke to 
know what worked well and what fell apart after 
bouncing over potholes fo ra year. 

-bob 


VV VV VV VV VV VV OV 


Message-ID: <37C5ADEB.186E20E7@lenzlink.net> 

Date: Thu, 26 Aug 1999 17:13:15 -0400 

From: knepper <knepper@lenzlink.net> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 

CC: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: Mobile radios of the early 70's that fit the BA mold. 
Content-Type: multipart/mixed; boundary="------------ 8C29E42A065D9AAABO7CE323" 


This is a multi-part message in MIME format. 
TUPars stores 8C29E42A065D9AAABO7CE323 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Bob, when my wife and I and our small son, David, were vacationing in 
the Rocky Mountains (Estes Park) in 1967, I believe, we met a ham who 
was uSing an SBE-33 in the mobile. I was fascinated at how well he was 
working out on 20 meters. You bet this unit was "hot" as you say. I 
had one last year just for a short while but decided that the newer 
transceivers were far superior. 


Dave, W3ST 
Bob Duckworth wrote: 
> I'm curious as to what folks were running mobile 


> rig and 
> antenna wise in the early 70's. 


> I recall the Webster band spanner but that's about 
> it. Things were transitioning to SS and JA made 

> gear was starting to show up. 

> Were the SBE-33(4) hot early 70's? What else? 

> Interested in some first hand experiences as 

> the '73 "little blue car" needs a radio. LIke to 

> know what worked well and what fell apart after 

> bouncing over potholes fo ra year. 

> -bob 


Soap eae oe 8C29E42A065D9AAABO7CE323 
KKK KKK KKK KK KKK 


FORBIDDEN MESSAGE FORMAT x 


rest of message truncated 


+ oF 


KKK KK KKK KKK KK 


Message-Id: <3.0.5.32.19990826140436.007cc7d0@istar.ca> 
Date: Thu, 26 Aug 1999 14:04:36 -0700 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Ralph Parker <rparker@istar.ca> 

Subject: Mobile radios of the 70's 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


>I'm curious as to what folks were running mobile rig and 
>antenna wise in the early 70's. 


Starting in the late 60's, I used a Heath HW-32A with a Hustler 20m antenna. 
Worked about 50 countries while drivng back and forth from the sububurbs to 
work at CBC-TV in downtown Vancouver. Don't remember ignition noise being a 
problem ('66 Volvo 122). Won the HW-32A at a hamfest, for first prize in 
the homebrew contest (a 6 meter mobile xmitter, 2E26 final, Heising 
modulation). 

Just got a TR-4, and been thinking of BA mobile again. The '706 is less fun. 


VE7XF 


Message-ID: <37C5BAA2.2F87@dia.reno.nv.us> 
Date: Thu, 26 Aug 1999 15:07:30 -0700 

From: Jack Antonio <dia@dia.reno.nv.us> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 


Subject: Re: Mobile radios of the early 70's that fit the BA mold. 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Bob Duckworth wrote: 

> 

> I'm curious as to what folks were running mobile 
> rig and 

> antenna wise in the early 70's. 


Bob and the group, 


My rig at the time(68-71)was an NCX-5 in a 62 Scout, then into a 66 
Dart. Antenna was a Hustler. Power supply was a Linear Systems 250. 
The Scout was too hard on the rig, if I had to do it again, I would 
have to shock mount the radio. But had fun with the rig in the Dart. 


After 71, I got into FM with Twin V's, and Motracs. 


Jack Antonio WA7DIA 
dia@dia.reno.nv.us 


Message-Id: <4.1.19990826170205.00ae47b0@mail.pcisys.net> 
Date: Thu, 26 Aug 1999 17:06:37 -0600 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Jack Harper <jharper@bsi2000. com> 

Subject: Re: RECAPPING 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


At 12:22 PM 8/26/99 -0500, Benjamin Hall wrote: 


<snip> 

>In fact, when I was in the process of re-aligning my recapped National RCP, 
>I noticed that I had to "de-tune" several tuned circuits just a hair to 
>prevent oscillation... 

<snip> 


Hmmm... I wonder if that might have been my problem with the recalcitrant 
Hammarlund HX-50 transmitter I brought barely back to life a few months ago. 


I replaced the electrolytic capacitors with these funny new fangled small 
things and immediately was horribly infested with parasitic oscillations 
which I finally killed with a small horde (hordette?) of RL combinations... 


As I recall, Bobbi suggested that the cause might have been the longer lead 
lengths -- but it never occurred to me to think in terms of shielding 


provided by the body of the capacitor... 


Regards to all... 


Jack, WOYJ (Friend to all things Hammarlund) 


Jack Harper BSI2000, Inc. 
303-231-9095 Lakewood, Colorado USA 


"Optical Cards... A Spectrum of Solutions" 
Optical Cards for Bank, EBT, and Medical Applications 
Visit our Web Page: http://www.bsi2000.com (Last Update: 990101) 


Message-ID: <013£01bef080$6ec2e8a0$0fc24ed8@mia.bellsouth.net> 
From: "Bill Marx" <bmarx@bellsouth.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: 70's Mobile 
Date: Fri, 27 Aug 1999 07:36:29 -0400 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso0-8859-1" 
Content-Transfer-Encoding: 7bit 


In the Mid 60's I was AM mobile on 6 Meters with a Hallicrafters SR-42 I 
think it was. And a "Squalo" (square halo) antenna. 

In the early 70's it was a TR-3 and the mid 70's it was the Atlas 210X 
using Hustler antenna...... 

Hearing two guys wanting to put their Drakes back in the cars has me 
thinking of the same thing with my New To Me TR-3...... 
Bill Marx W2CQ 


MIME-Version: 1.0 

Content-Type: text/plain; charset="US-ASCII" 
Content-Transfer-Encoding: 7bit 

Date: Thu, 26 Aug 1999 19:37:25 -0400 (EDT) 

Subject: STRANGE NC-303 PROBLEMS 

To: Old Tube Radios <boatanchors@theporch.com> 

From: JOHN_SEHRING.parti@ecunet.org (JOHN SEHRING) 
Message-ID: <9908261937.aa21424@pcusa01.ecunet.org> 


The NC-303 problem (spurious responses) reminds me of what I've recently 
observed... 


I just got a hold of a really nice dual-trace, wideband (to 100 MHz) 
‘scope. No, it's NOT hollow state (but CRT is!), however it was a gift 
from a really OOM who was in tv service business. It's the first 
RF-capable scope I've ever had. 


Have been looking at the output of my stable of RF gens, Heath SG-8 (2@), 
Jackson 634, & an ancient Precision genny. 


The waveform looks terrible on some freqs, for all these units! Typically 
reasonably sinewave-ish at lower half of each frequency band of gen's but 
they give the most outrageous, non-symmetric stuff on upper half of most 
bands. Non-symmetric distortion means lots of odd-order (3rd, 5th, etc.) 
harmonics are present. (Why?) Have not played with changing output load 
on gen's to see if any change but doubt it. SG-8 uses a separate 
cathode-follower stage for load isolation from osc. 


Is this normal? 


These gen's are working ok, tubes ok (but have subbed other tubes, no 
change). Yes, it's nice to use harmonics of gen to get beyond their upper 
freq limit & you won't get any harmonics out of a pure sine wave! 


I need to look at the HF oscillator waveform of the many rx's in the shack. 
I will use a 10x minimum loading ‘scope probe to do it so as to not jimmy 
the circuit being measured. 


HF osc waveform must be pure or else...tight RF & mixer stages help a lot 
but why add to the rx's burden of spurious signal rejection. 


Getting back to -303, do the maths using 3rd or 5th harmonic of HF osc 
freqs & see what you get (sum or difference) at the 1st IF freq. If that 
doesn't work, try using even harms of 2nd, 4th. 


My Halli SX-101A (ham bands only) had problem only on 20 m with what I 
recall were 19m broadcast sigs coming thru. Maybe it has same problem of 
HF osc impurities. 


Or, perhaps image response: 1st IF freq of 1.65 MHz gives image response 
03.3 MHz away. From 14.0 MHz that'd be 17.3 MHz, from 14.4 MHz it would be 
17.7 MHz. That's still not fully into the 16 m SWBC band, so I'm not sure. 
I don't remember if the problem responded or not to ant trim setting or 

to adjusting the RF or mixer tanks. 


It's long sold so can't check it. Anyone want to report on what HF osc 


waveform looks like on one on 20 m? P.S. It had no other problems like 
that on any other band with this rx. 


Yet my Halli SX-100 gen'l coverage rx, which uses same IF's (& pretty darn 
similar RF & mixer except for manner of HF osc. injection) circuit as -101A 
does NOT have this problem on 20 m. Yes, the HF osc ct is quite different. 


Gentlemen (& gentlewomen), "man" your ‘scopes! (Darn hard to avoided that 
dratted sexist language stuff, my apologies to all genders.) 


-John Sehring (Thu, Aug 26, 1999 Custer SD USA) UCC WBOEQ 


From: kf£4kl@ipass.net (Doug Hall) 

To: Old Tube Radios <boatanchors@theporch.com> 
Cc: BOATANCHORS@LISTSERV.TEMPE.GOV 

Subject: Pic of Hammarlund QSL card online 
Date: Thu, 26 Aug 1999 23:54:25 GMT 
Message-ID: <37c7d1b0.96119701@DOUGHALL> 
MIME-Version: 1.0 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: quoted-printable 


Hi BA Folk, 

Some time back a friend of mine got a very nice HQ-110, in the 
original box, with original manual. Included was a stack of Hammarlund 
QSL cards. These were the "generic" style with a place to fill in your 
call. My friend ended up selling the receiver, but not before I had a 
chance to scan one of the QSL cards. I thought it was kinda neat. If 
you want to see it, look at 


http://www. ipass.net/~kf£4k1 


and click on the link at the bottom of the page. Out of curiosity, 
does anyone have any QSOs confirmed on one of these cards? 

73, 

Doug Hall, KFAKL 


Date: Thu, 26 Aug 1999 17:01:07 -0700 (PDT) 

From: "Robert P. Okas" <vintage@best.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

cc: boatanchors@theporch.com 

Subject: Re: RECAPPING 

Message-ID: <Pine.BSF.4.10.9908261655150 .2738-100000@she1114.ba.best.com> 
MIME-Version: 1.0 

Content-Type: TEXT/PLAIN; charset=US-ASCII 


I 


remember Hank Van Cleef mentioning the addition of "squeal stoppers" 


when recapping old rigs. Apparently, the newer devices are ‘too good' and 
lack the inherent losses that prevent oscillations. The BA archives will 
certainly contain the exact wording, but I remember it being mentioned 
that series resistors on the order of 100 or so Ohms were sufficient to 
eliminate the parasitics. Mind you, these are installed in series with 
coupling caps, not power supply filters! 


73, 
Bob - W3CD 


On Thu, 26 Aug 1999, Jack Harper wrote: 


> 


VVVVV VV VV VV VV VV VV VV VV VV VV VV 


Vv 


VV VV 


At 12:22 PM 8/26/99 -0500, Benjamin Hall wrote: 


<snip> 

>In fact, when I was in the process of re-aligning my recapped National RCP, 
>I noticed that I had to "de-tune" several tuned circuits just a hair to 
>prevent oscillation... 

<snip> 


Hmmm... I wonder if that might have been my problem with the recalcitrant 
Hammarlund HX-50 transmitter I brought barely back to life a few months ago. 


I replaced the electrolytic capacitors with these funny new fangled small 
things and immediately was horribly infested with parasitic oscillations 
which I finally killed with a small horde (hordette?) of RL combinations... 
As I recall, Bobbi suggested that the cause might have been the longer lead 
lengths -- but it never occurred to me to think in terms of shielding 
provided by the body of the capacitor... 

Regards to all... 


Jack, WOYJ (Friend to all things Hammarlund) 


Jack Harper BSI2000, Inc. 
303-231-9095 Lakewood, Colorado USA 
"Optical Cards... A Spectrum of Solutions" 


> Optical Cards for Bank, EBT, and Medical Applications 
> Visit our Web Page: http://www.bsi2000.com (Last Update: 990101) 


Message-ID: <0Q0d501bef021$b9751e40$ebef490c@SandyBlaize> 
From: "Sandy W5TVW" <ebjr@worldnet.att.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: RE: 70's Mobile Installations? 
Date: Thu, 26 Aug 1999 19:18:01 -0500 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


Gee...I remember two rigs I used...A Gonset Communicator II 
on 2 meters! 


Later a Communicator III, it had push-to-talk! Later, a Comco ex 
surplus 

land mobile FM rig converted to 2 meters. Also an old Motorola 
subminiature tube 

"Handi-Talky"...the one with the telephone handset on top. I ran 
a screeching 

1/2 watt! 


On HF, I used a Harvey Wells TBS-50C, mostly on CW with a 
vibrator power 
supply and a Wesbter "Band Spanner" antenna. Used a Elmac PMR-8 
receiver with it. (Actually I stole power from the Elmac 
vibrapack to power the TBS-50. 
I didn't have an Elmac AF67 at the time! 

Earlier, in the 60's, I used an RCA AVT112 aircraft 
transmitter....10 watts input 
on 40 and 75 meter AM phone. Antenna was a homebrew center 
loaded whip. 


73, 
Sandy, W5TVW 


Message-Id: <3.0.6.32.19990826215938 .0080ace0@pop. voyager.net> 
Date: Thu, 26 Aug 1999 21:59:38 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Kim Herron <kherron@voyager.net> 

Subject: Re: STRANGE NC-303 PROBLEMS 


Cc: boatanchors@theporch.com 
Mime-Version: 1.0 
Content-Type: text/plain; charset="us-ascii" 


Hi John, 


>Have been looking at the output of my stable of RF gens, Heath SG-8 (2@), 
>Jackson 634, & an ancient Precision genny. 
> 
>The waveform looks terrible on some freqs, for all these units! Typically 
>reasonably sinewave-ish at lower half of each frequency band of gen's but 
>they give the most outrageous, non-symmetric stuff on upper half of most 
>bands. Non-symmetric distortion means lots of odd-order (3rd, 5th, etc.) 
>harmonics are present. (Why?) Have not played with changing output load 
>on gen's to see if any change but doubt it. SG-8 uses a separate 
>cathode-follower stage for load isolation from osc. 
>Is this normal? 
I have to tell you, (hate to do it but you need the education), that 

this is the difference between the 
"TV Service Quality" equipment, and the Lab quality stuff, i.e. HP, TEK, 
et.al. I discovered the same thing right after I aquired my first decent 
scope (TEK 2213A) and freq counter (HP 5245L). The counter wouldn't track 
my generator right. It is a Triplett (retired). As I approached the upper 
end of any band, the freq would double. The scope confirmed it was a 
distorted waveform that was doing it. I recapped the thing, Changed tubes, 
changed filter caps, changed anything that I could to improve the 
performance. I cleaned it up a lot but never got rid of the problem. 
that's when I bought an HP 606B from Toronto Scientific. Test equiment 
problems solved, and a lot of the radio problems that I was having did to. 

The workman's only as good as his tools! 


Kim W8ZV 


Message-Id: <199908270256.TAA10063@mail-gw3.pacbell.net> 
From: "Arden Allen" <gumbear@pacbell.net> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: RECAPPING 

Date: Thu, 26 Aug 1999 19:46:13 -0700 

MIME-Version: 1.0 

Content-Type: text/plain; charset=IS0-8859-1 
Content-Transfer-Encoding: 7bit 


Hello Red; 
> While happily replacing paper/wax caps with disc ceramics, I thought 


> of something in the past. Someone or something I read said a 
> number of the old tubular caps could be replaced only with other 


> tubulars. This was because in some circuits, the big tubulars also 
> formed a shield, thus prevented other problem, ie oscillating amplifiers. 


> Is this true or maybe something I picked up from the guy that told me 
some tubes go bad because they loose their "emerson". 


Vv 


Tubes lose their emission but we learn electronics by emersion. My spell 
checker tried to convert it to emerson so that's what you get when you let 
a machine do the work for you.!!! 


Big bypass caps are tied to chassis and therefore RF ground. If they are 
big and bulky they just may serve as a shield between stages whether it was 
intended that way or not. The clever design teams used such methods to 
make cheap equipment function properly but the more astute ones tried to 
build equipment that was not dependent on sloppy gimicks. A careful 
evaluation may be in order as you go along replacing tubulars with disks. 
There is a slight chance you may stumble upon such a situation but it is 
easy to remedy the situation by trial and error. On occasion I have 
adjusted wires that I suspected might be causing coupling problems but 
there is a rule I apply to such situations: If it worked properly once 
before the way it is, what could I possibly do to screw it up? The answer 
I found most often is, you won't screw things up, and if it seems you did, 
it's because they were already screwed up. Have fun...... 


Arden Allen KB6NAX Vallejo, CA gumbear@pacbell.net 


Message-Id: <199908270307 .WAA8514008@smtppop1. gte.net> 
From: "Grant Youngman" <nq5t@gte.net> 

To: Old Tube Radios <boatanchors@theporch.com> 

Date: Thu, 26 Aug 1999 22:07:04 -0500 

MIME-Version: 1.0 

Content-type: text/plain; charset=US-ASCII 
Content-transfer-encoding: 7BIT 

Subject: Re: STRANGE NC-303 PROBLEMS 


> The NC-303 problem (spurious responses) reminds me of what I've recently 
> observed... 


Here's one data point... 20 meters only. Haven't checked the other 
bands yet, but there are SWBC signals on 15/10 as well 


SWBC stations from the 31M band are showing up on 20. Very 
strong signals. One example ... SWBC at 9680 Khz appears at 
14110 Khz on the 20 meter band. Difference is 4430 Khz which is 
1/2 of the 1st IF of 2215 Khz. 


A quick look at the HF oscillator signal (at the grid of the 1st mixer) on 
a Tek 465B indicates a waveform that looks almost like a triangle wave 
with the upper tips tilted to the right -- not quite a sawtooth, but close. 


Guess its time to do some digging .... 


Grant 


Grant Youngman / NQ5T 

nq5t@gte.net 

BA pics at http://home1.gte.net/nq5t 
Double Oak, TX -- nr Dallas 


End o£ BOATANCHORS Digest 2647 
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